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(57) Abstract: An assembly for unrolling stretch film and pre-stretching the film as it 
is fed from the assembly towards the goods/products to be wrapped , comprising control 
means (2, 4) for controlling the unwinding of the film from a spool (8), and cutting means 
(13, 14) arranged downstream of the control means (2, 4) and capable of being operated to 
lacerate said film, the assembly further comprising, downstream of the cutting means (13, 
14), means (11) for preventing the return of the film in the direction opposite to the one 
in which it leaves the assembly. The cutting procedure in accordance with the invention 
envisages, following an initial stop of the film during which it is lacerated, the unlocking 
of the control means (2, 4) to permit the laceration zone to pass downstream of the return 
preventing means (11), and then a new stop of the film to complete the cut following the 
relative motion between the assembly and the goods/products to be packed. 



WO 2004/045950 Al IBMlllllllliMIMlllllllllilMIll 



European patent (AT, BE, BG, CH, CY, CZ, DE, DK, EE, 
ES, FI, FR, GB, GR, HU, IE, IT, LU, MC, NL, PT, RO, SE, 
SI, SK, TR), OAPI patent (BF, BJ, CF, CG, CI, CM, GA, 
GN, GQ, GW, ML, MR, NE, SN, TO, TG). 

Published: 

— with international search report 



before the expiration of the time limit for amending the 
claims and to be republished in the event of receipt of 
amendments 

For two-letter codes and other abbreviations, refer to the "Guid- 
ance Notes on Codes and Abbreviations" appearing at the begin- 
ning of each regular issue of the PCT Gazette. 



